T s

o

I-62

c:\projects\d303i0I\d903I0ip2.dgn LV

FriDec 19 1557512003

» F.A.P.
| _. N | RTE. SECTION COUNTY sTH()EEl's SP&%ET
TERMINA AN ARDRA H ~ | 885|  58-1 HARDIN | 59 6
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TRAFFIC BARRIER TERMINAL SPBGR SPBGR GUARDRAIL - TERMINAL GUARDRAIL BARRIER -
LOCATION TYPE 1 SPECIAL TYPE & TYPE 5A TYPE A TYPE A REMOVAL MARKER MARKER WALL 98648
STATION TO STATION FLARED (TEMP.) ( TEMP. ) ( TEMP. ) DIRECT APPLIED MARKER
EACH EACH EACH FOOT FOOT FOOT EACH EACH EACH
IL 146
RT. STA, 275+83 TO 277+45.5 162.5 162.5
RT. STA. 277+96.9 TO 278+59.4 62.5 62.5 2 BITUMINOUS MIXTURE REQUIREMENTS
RT. STA, 278+59.4 TO 278+92.5 1 . 33 1
RT. STA. 278+92.5 T0 279+12.09 19.5 LOCATION(S): BITUMINOUS SURFACE COURSE
LT. STA. 277+96.9 T0 278+59. 4 62.5 62. 5 2 MIXTURE USE(S): BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX C, N90
LT. STA. 278+59.4 TO 278+92.5 1 33 1
LT. STA. 278+92.5 T0O 279+12. 09 19.5 AC/PG: PG64-22
RT. STA. 278+90 10 282+70 7 ; -
LT. STA, 278+30 TO 282410 ! SQEIGAN ('Xﬁ;( ).VOIDS- f400'/ 90 GYRATION SUPERPAVE DESIGN
RT. STA. 282+57.91 T0 282+67.5 9.5 : 0%,
RT. STA. 282+67.5 TO 283+00. 6 1 33 1 MIXTURE COMPOSITION:|IL-19.5 mm OR IL 12.5 mm
RT. STA. 283+00.6 TO 283463. 1 62. 5 62. 5 2 (GRADATION MIXTURE)
RT. STA. 284+25.5 TO 285+88 162.5 162. 5 FRICTION AGGREGATE: |C SURFACE
LT. STA. 282+57.91 T0 282+67.5 9.5
LT. STA. 2824—6.7. 5 TO 283+00. 6 1 33 1 LOCATION(S): BITUMINOUS MIXTURE COMPLETE
LT. STA. 283+00.6 TO 283+63. | 62.5 62.5 2 MIXTURE USE(S): BITUMINOUS MIXTURE COMPLETE, SUPERPAVE
DETOUR ROAD
RT. STA. 0+65.65 10 3+90. 65 325 AC/PG: PG64-22
RT. STA. 3+90.65 TO 4+03. 9 1 RAP 7 (MAX): 50
LT. STA. 1+78.15 TO 2+15. 65 1 1 DESIGN AIR VOIDS: 3.0%, 50 GYRATION SUPERPAVE DESIGN
H 212' giég gg 18 2:82- 85 1 175 MIXTURE COMPOSITION:|BITUMINOUS SURFACE PLANT MIX, CLASS B
RT. STA. 7+29.9 T0 7+43. 15 1 é%?@??gﬁjoxggéﬁﬁg e
RT. STA. 7+43.15 TO 10+68. 15 325 -
LT. STA. 7+29.9 10 7+43.15 1
LT. STA. 7+43.15 TO 9+18. 15 175 LOCATION(S: BITUMINOUS SHOULDERS
LT. STA. 9+18.15 TO 9+55. 65 1 1 MIXTURE USE(S): BITUMINOUS SHOULDERS, SUPERPAVE
AC/PG: PG58-22
RAP % (MAX): 50
DESIGN AIR VOIDS: 2.0%, 30 GYRATION SUPERPAVE DESIGN
MIXTURE COMPOSITION:|BITUMINOUS AGGREGATE MIXTURE, SUPERPAVE
(GRADATION MIXTURE)
FRICTION AGGREGATE: |NONE
TOTALS 2 4 4 575 1000 165 2 12 14
SEEDING SCHEDULE
SEEDING SEEDING NITROGEN PHOSPHOROUS POTASSIUM AGRICULTURAL
LOCATION CLASS 2 CLASS 7 (N) : (P) (K) GROUND
STATION TO STATION (MODIFIED) LIMESTONE
ACRES ACRES POUND POUND POUND TON
SHOULDER SCHEDULE IL 146
- LT. STA. 275+75 TO 279+95 0.6 0.6 96 12 12 1. 2
BITUMINOUS RT. STA. 278+00 TO 279+95 0.1 0.1 . 16 12 12 0.2
LT. STA. 281+65 TO 285+10 0.6 0.6 96 72 72 1.2
LOCATION SHOULDERS RT. STA. 281+70 TO 283+60 0.1 0.1 16 12 12 0.2
STATION TO STATION SUPERPAVE ‘
TONS DETOUR
IL 146 RT. STA. 0+26 TO 4+57 0.6 24
RT. STA. 277+96.9 TO 278+59. 4 18.5 LT. STA. 1460 TO 4+75 0.1 4
RT. STA. 278+59.4 TO 278+90 3.9 RT. STA. 6+75 TO 11400 0.3 12
LT. STA., 277+96.9 TO 278+59. 4 18.5 LT. STA. 6+70 TO 9495 0.1 4
LT. STA. 278+59.4 TO 278+90 3.9
RT. STA. 282+70 TO 283+00. 6 3.9 TOTALS 1. 4 2.5 268 168 168 2.8
RT. STA. 283+00.6 10 283+63. 1 18. 5
LT. STA. 282+70 TO 283+00. 6 3.9
LT. STA. 283+00.6 TO 283+63.1 18.5
ROCK EMBANKMENT SCHEDULE
TOTALS 90
LOCATION STONE DUMPED UNIT STONE DUMPED POROUS GRANULAR UNIT POROUS GRANULAR
STATION TO STATION STAGE RIPRAP, CLASS A5 WE IGHT RIPRAP, CLASS A5 EMBANKMENT, SPECIAL WE IGHT EMBANKMENT, SPECIAL
CU YD TON/CU YD TON CU YD TON/CU YD TON
IL 146
STA. 275+50 TO 279+95 | 627.0 1. 50 940. 0 151.0 2. 05 310.0
R APPROACH H
POROUS BRIDGE 42001300 : » METAL END PIPE CONCRETE
LOCATION GRANULAR APPROACH PROTECTIVE BRIDGE DECK TYPE C SECTIONS DRAINS THRUST
STATION TO STATION EMBANKMENT PAVEMENT COAT GROOVING INLET BOX 12" 12" BLOCKS
CU YD SQ YD SQ YD SO YD EACH EACH FOOT EACH
IL 146 ' '
STA. 278+60 TO 278+90 119 126 126 113
STA. 282+70 TO 283+00 119 126 126 113
RT. STA. 278+72 1 1 15 1
LT. STA. 278+72 1 1 110 1
TOTALS 238 252 252 226 2 2 125 2

J THIS GROOVING FOR BRIDGE APPROACH PAVEMENTS IS ADDITIONAL TO QUANTITY NEEDED FOR BRIDGE DECK.

SCHEDULES OF QUANTITIES &

BITUMINOUS MIXTURE REQUIREMENTS




